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Dimensions and Part Numbers

PIG-SIG ® V Scraper Passage Indicator

The basic indicator includes:   
2 in. (50 mm) THREAD-O-RING™ nipple, 
plug assembly and electrical indicator 
assembly. The electrical indicator consists 
of a weatherproof, explosion-proof, ATEX 
Certified MICRO SWITCH™ (LSX, double-
pole, double-throw). 

The extended indicator includes the 
same items, as well as an extended length 
indicator assembly.

Electrical Indicator with Auto Reset

A
C

B

A B C Weight

Inch	 mm	 Inch	 mm	 Inch	 mm	 Lb.	 Kg.	 Part Number

Basic	 8.59	 218	 10.25	 260	 4.125	 105	 14	 6	 04-9548-1000

Extended:

36	 900					 25	 11.0	 04-9548-1300*

48	 1200					 30	 14.0	 04-9548-1400*

60	 1500					 35	 16.0	 04-9548-1500

72	 1800					 40	 18.0	 04-9548-1600

84	 2000					 45	 20.0	 04-9548-1700*

96	 2500					 50	 23.0	 04-9548-1800 

*	 Special options available upon request.  Factory lead times may vary.
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Specifications

PIG-SIG ® V Scraper Passage Indicator

MICRO SWITCHTM  Electrical Diagram

Electrical specifications:

Double-Pole

2 N.O., 2 N.C.

3/4 in. conduit

AC Volts - Pilot Duty: 600 VAC, 720VA
Amps at 0.35 Power Factor

	 Circuitry		 VAC	 Make		 Break

Double-Pole, Double-Throw 120 30 3
240	 15		 1.5
480	 7.5		 0.75
600	 6		 0.60

DC Volts - Pilot Duty: 240 VDC, 30 watts
					 Make and Break Amps

	 Circuitry		 VDC	 Inductive		 Resistive

Double-Pole, Double-Throw 24 10 10
120	 0.25		 0.8
240	 0.15		 0.4
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Note:	 When a Flag Indicator is used in 
combination with the electrical 
switch, the switch will open or 
close when the flag is reset.
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3 7

4

6

51

2

8

Switch Specifications

Electrical Indicator Switch Specifications

MICRO SWITCH™ Weatherproof, explosion-proof switch BXC4L for use either indoors or outdoors in hazardous atmospheres 

Temperature Range: -40º F (-40º C) to 185º F (85º C)

Housing Materials: Aluminum and Zinc (Optional: Stainless Steel)

Seals: Fluorosilicone

NEMA Standards: 1, 3, 4 , 4X, 6, 7, 9 and 13 

UL listed (File No. E61730) and CSA certified (File No. LR57327): 

Class I, Div. 1, Groups B, C, and D (Listings covered in Div. 1 are also covered in the same groups in Div. 2) 

Class II, Div. 1, Groups E, F and G (IEC standards: EExd IICT6, IP67)

Electrical Ratings: 10 amps continuous carry. Circuits on any one pole must be the same polarity

ATEX Certification: EExd II T6 cateory II 2 GD, SIRA 00ATEX 1037X
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Specifications

PIG-SIG ® V Scraper Passage Indicator

Recommended Spare Parts List
	Component	 Quantity in Assembly	 Part Number

O-ring, Plug 1	 00-8440-0003-00

	Backup Ring	 1	 00-1586-0066-00

	O-ring, Cap	 1	 00-8144-0001-00

Set Screw	 3	 00-8176-0001-00

	1-inch Hex Plug Holder* 1	 00-8138-0000-00

1-inch Hex Bit † 1 00-8235-0001-00

Brush Magnet Adapter* 1	 04-3998-0000-00

THREAD-O-RING™ Thread Chaser 1	 05-0347-0000-00

Magnet Holder Assm. with Filter Pack 1	 04-4133-0000-00

* 	If PIG-SIG V is to be installed or removed under pressure with removal tool, these component(s) will be required.

† 	  If PIG-SIG V is to be installed with no pipeline pressure, these component(s) will be required.





	 Size	 Wt (Lbs)	 H x W x L	

4	 60	 8 x 12 x 16		

6	 75	 8 x 14 x 18		

8	 120	 8 x 16 x 20	

Dimensions and Part Numbers

4- through 8-inch
ASME B31.4/B31.8/CSA Z662 Cat. II 5100.003.09- p2

NOTICE: See additional O-ring part number table on page 
17 for common O-ring options (must be ordered 
separately).  Other O-ring materials are also available on 
a special-order basis.

Dimensions and Weights

* Flanged 
Maximum test pressure is 1.5 times design pressure.

North & South America: +1 918 447 5000     Europe / Africa / Middle East: +32 67 28 3611      Asia Pacific: +65 6364 8520     www.tdwilliamson.com
Data subject to change without notice.       /       Dimensions not for construction unless certified.       /       ® Registered trademark of T.D. Williamson in the United States and other countries.       /       TM Trademark of T.D. Williamson in the United States and other countries.       /       © 2018 T.D. Williamson

North & South America: +1 918 447 5400     Europe / Africa / Middle East: +32 67 28 3611      Asia Pacific: +65 6364 8520     www.tdwilliamson.com
Data subject to change without notice.       /       Dimensions not for construction unless certified.       /       ® Registered trademark of T.D. Williamson in the United States and other countries.       /       TM Trademark of T.D. Williamson in the United States and other countries.       /       © 2020 T.D. Williamson

Size 
(inch) Part Number

Matching Wall 
Thickness

Hinge 
Orientation

Design 
Pressure at 
DF = .6 (psi)

Design 
Pressure at 
DF = .5 (psi) Options

4 12342253 .337in RH 1480 1480

4 12342254 .237in RH 1480 1480

4 12342255 .188in RH 1480 1480

4 12342259 .337in LH 1480 1480

4 12342260 .237in LH 1480 1480

4 12342261 .188in LH 1480 1480

4 12345158 600lb RF RH 1480 1480 *
4 12345160 600lb RF LH 1480 1480 *
6 12342233 .432in RH 1480 1480

6 12342234 .375in RH 1480 1480

6 12342235 .280in RH 1480 1480

6 12342236 .250in RH 1480 1480

6 12342237 .188in RH 1480 1480

6 12342243 .432in LH 1480 1480

6 12342244 .375in LH 1480 1480

6 12342245 .280in LH 1480 1480

6 12342246 .250in LH 1480 1480

6 12342247 .188in LH 1480 1480

6 12345162 600lb RF RH 1480 1480 *
6 12345164 600lb RF LH 1480 1480 *
8 12340503 .500in RH 1480 1480

8 12340913 .438in RH 1480 1480

8 12340914 .375in RH 1480 1480

8 12340915 .322in RH 1480 1480

8 12340916 .250in RH 1480 1480

8 12340917 .188in RH 1480 1480

8 12340946 .500in LH 1480 1480

8 12340947 .438in LH 1480 1480

8 12340948 .375in LH 1480 1480
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Dimensions and Part Numbers

Dimensions and Weights

8- through 12-inch
ASME B31.4/B31.8/CSA Z662 Cat. II

	 Size	 Wt (Lbs)	 H x W x L	

10	 160	 8 x 19 x 23		

12	 200	 8 x 21 x 25	

* Flanged 
Maximum test pressure is 1.5 times design pressure.
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Size 
(inch) Part Number

Matching Wall 
Thickness

Hinge 
Orientation

Design 
Pressure at 
DF = .6 (psi)

Design 
Pressure at 
DF = .5 (psi) Options

8 12340949 .322in LH 1480 1480

8 12340950 .250in LH 1480 1480

8 12340951 .188in LH 1480 1480

8 12345166 600lb RF RH 1480 1480 *
8 12345168 600lb RF LH 1480 1480 *
10 12342265 .500in RH 1480 1480

10 12342266 .438in RH 1480 1480

10 12342267 .365in RH 1480 1480

10 12342268 .313in RH 1480 1480

10 12342269 .250in RH 1480 1480

10 12342270 .188in RH 1480 1480

10 12342277 .500in LH 1480 1480

10 12342278 .438in LH 1480 1480

10 12342279 .365in LH 1480 1480

10 12342280 .313in LH 1480 1480

10 12342281 .250in LH 1480 1480

10 12342282 .188in LH 1480 1480

10 12345170 600lb RF RH 1480 1480 *
10 12345172 600lb RF LH 1480 1480 *
12 12342290 .500in RH 1480 1480

12 12342291 .437in RH 1480 1480

12 12342292 .375in RH 1480 1480

12 12342293 .312in RH 1480 1480

12 12342294 .250in RH 1480 1480

12 12342300 .500in LH 1480 1480

12 12342301 .437in LH 1480 1480

12 12342302 .375in LH 1480 1480

12 12342303 .313in LH 1480 1480

12 12342304 .250in LH 1480 1480

12 12345174 600lb RF RH 1480 1480 *
12 12345176 600lb RF LH 1480 1480 *
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  Size    Weight (Lbs) 	     H x W x L             

14	 260	 10 x 22 x 26		

16	 420	 11 x 29 x 34		

18	 550	 12 x 31 x 35	

Dimensions and Part Numbers

Dimensions and Weights

14- through 18-inch
ASME B31.4/B31.8/CSA Z662 Cat. II

* Flanged
Maximum test pressure is 1.5 times design pressure. * Flanged 

Maximum test pressure is 1.5 times design pressure.
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Size 
(inch) Part Number

Matching Wall 
Thickness

Hinge Orien-
tation

Design 
Pressure at 
DF = .6 (psi)

Design 
Pressure at 
DF = .5 (psi) Options

14 12342310 .500in RH 1480 1480

14 12342311 .438in RH 1480 1480

14 12342312 .375in RH 1480 1480

14 12342313 .313in RH 1480 1480

14 12342314 .250in RH 1480 1480

14 12342320 .500in LH 1480 1480

14 12342321 .438in LH 1480 1480

14 12342322 .375in LH 1480 1480

14 12342323 .313in LH 1480 1480

14 12342324 .250in LH 1480 1480

14 12345178 600lb RH 1480 1480 *
14 12345180 600lb LH 1480 1480 *
16 12342330 .750in RH 1480 1480

16 12342331 .625in RH 1480 1480

16 12342332 .500in RH 1480 1480

16 12342333 .375in RH 1480 1480

16 12342338 .750in LH 1480 1480

16 12342339 .625in LH 1480 1480

16 12342340 .500in LH 1480 1480

16 12342341 .375in LH 1480 1480

16 12345182 600lb RF RH 1480 1480 *
16 12345184 600lb RF LH 1480 1480 *
18 12342346 .750in RH 1480 1480

18 12342347 .625in RH 1480 1480

18 12342348 .500in RH 1480 1480

18 12342349 .375in RH 1480 1480

18 12342350 .250in RH 1480 1250

18 12342356 .750in LH 1480 1480

18 12342357 .625in LH 1480 1480

18 12342358 .500in LH 1480 1480
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Dimensions and Part Numbers

Dimensions and Weights

18- through 24-inch
ASME B31.4/B31.8/CSA Z662 Cat. II

  Size    Weight (Lbs) 	     H x W x L        

  	20	 700	 12 x 33 x 37	

22	 825	 13 x 35 x 38	

24	 955	 13 x 38 x 43	

* Flanged 
** Optional Side Screw Actuation 
Maximum test pressure is 1.5 times design pressure.
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Size 
(inch) Part Number

Matching Wall 
Thickness

Hinge 
Orientation

Design 
Pressure at 
DF = .6 (psi)

Design 
Pressure at 
DF = .5 (psi) Options

18 12342359 .375in LH 1480 1480

18 12342360 .250in LH 1480 1250

18 12345186 600lb RF RH 1480 1480 *
18 12345188 600lb RF LH 1480 1480 *
20 12342196 .750in RH 1480 1480

20 12342197 .594in RH 1480 1480

20 12342198 .500in RH 1480 1480

20 12342199 .375in RH 1480 1480

20 12342200 .250in RH 1350 1125

20 12342206 .750in LH 1480 1480

20 12342207 .594in LH 1480 1480

20 12342208 .500in LH 1480 1480

20 12342209 .375in LH 1480 1480

20 12342210 .250in LH 1350 1125

20 12345190 600lb RF RH 1480 1480 *
20 12345192 600lb RF LH 1480 1480 *
22 12341991 .875in RH 1480 1480

22 12341992 .750in RH 1480 1480

22 12341993 .625in RH 1480 1480

22 12341994 .500in RH 1480 1480

22 12341995 .375in RH 1480 1480

22 12342001 .875in LH 1480 1480

22 12342002 .750in LH 1480 1480

22 12342003 .625in LH 1480 1480

22 12342004 .500in LH 1480 1480

22 12342005 .375in LH 1480 1480

22 12345194 600lb RF RH 1480 1480 *
22 12345196 600lb RF LH 1480 1480 *
24 12340504 .875in RH 1480 1480 **
24 12342012 .750in RH 1480 1480 **
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  Size    Weight (Lbs) 	     H x W x L          

26	 1400	 15 x 44 x 45	

Dimensions and Part Numbers

Dimensions and Weights

24- through 26-inch

ASME B31.4/B31.8/CSA Z662 Cat. II

* Flanged
** Optional Side Screw Actuation
Maximum test pressure is 1.5 times design pressure.

* Flanged 
** Optional Side Screw Actuation 
Maximum test pressure is 1.5 times design pressure.
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Size 
(inch) Part Number

Matching Wall 
Thickness

Hinge 
Orientation

Design 
Pressure at 
DF = .6 (psi)

Design 
Pressure at 
DF = .5 (psi) Options

24 12342013 .688in RH 1480 1480 **
24 12342014 .625in RH 1480 1480 **
24 12342015 .500in RH 1480 1480 **
24 12342016 .375in RH 1480 1405 **
24 12342023 .875in LH 1480 1480 **
24 12342024 .750in LH 1480 1480 **
24 12342025 .688in LH 1480 1480 **
24 12342026 .625in LH 1480 1480 **
24 12342027 .500in LH 1480 1480 **
24 12342028 .375in LH 1480 1405 **
24 12342035 .875in RH 1480 1480

24 12342036 .750in RH 1480 1480

24 12342037 .688in RH 1480 1480

24 12342038 .625in RH 1480 1480

24 12342039 .500in RH 1480 1480

24 12342040 .375in RH 1480 1405

24 12342047 .875in LH 1480 1480

24 12342048 .750in LH 1480 1480

24 12342049 .688in LH 1480 1480

24 12342050 .625in LH 1480 1480

24 12342051 .500in LH 1480 1480

24 12342052 .375in LH 1480 1405

24 12345198 600lb RF RH 1480 1480 */**
24 12345200 600lb RF LH 1480 1480 */**
24 12345202 600lb RF RH 1480 1480 *
24 12345204 600lb RF LH 1480 1480 *
26 12342071 .875in RH 1480 1480 **
26 12342072 .750in RH 1480 1480 **
26 12342073 .625in RH 1480 1480 **
26 12342077 .875in LH 1480 1480 **
26 12342078 .750in LH 1480 1480 **
26 12342079 .625in LH 1480 1480 **
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Dimensions and Part Numbers

Dimensions and Weights

26- through 28-inch
ASME B31.4/B31.8/CSA Z662 Cat. II

  Size    Weight (Lbs) 	     H x W x L            

28	 1580	 15 x 46 x 47	

* Flanged 
** Optional Side Screw Actuation 
Maximum test pressure is 1.5 times design pressure.
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Size 
(inch) Part Number

Matching Wall 
Thickness

Hinge 
 Orientation

Design 
Pressure at 
DF = .6 (psi)

Design 
Pressure at 
DF = .5 (psi) Options

26 12342084 .875in RH 1480 1480

26 12342085 .750in RH 1480 1480

26 12342086 .625in RH 1480 1480

26 12342090 .875in LH 1480 1480

26 12342091 .750in LH 1480 1480

26 12342092 .625in LH 1480 1480

26 12344573 .500in RH 1480 1480 **
26 12344577 .500in RH 1480 1480

26 12345206 600lb RF RH 1480 1480 */**
26 12345208 600lb RF LH 1480 1480 */**
26 12345210 600lb RF RH 1480 1480 *
26 12345212 600lb RF LH 1480 1480 *
26 12344575 .500in LH 1480 1480 **
26 12344579 .500in LH 1480 1480

28 12342096 1.00in RH 1480 1480 **
28 12342097 .875in RH 1480 1480 **
28 12342098 .750in RH 1480 1480 **
28 12342099 .625in RH 1480 1480 **
28 12342100 .500in RH 1480 1480 **
28 12342101 .375in RH 1445 1205 **
28 12342108 1.00in LH 1480 1480 **
28 12342109 .875in LH 1480 1480 **
28 12342110 .750in LH 1480 1480 **
28 12342111 .625in LH 1480 1480 **
28 12342112 .500in LH 1480 1480 **
28 12342113 .375in LH 1445 1205 **
28 12342120 1.00in RH 1480 1480

28 12342121 .875in RH 1480 1480

28 12342122 .750in RH 1480 1480

28 12342123 .625in RH 1480 1480

28 12342124 .500in RH 1480 1480
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  Size    Weight (Lbs) 	     H x W x L           

30	 1850	 16 x 48 x 49	

Dimensions and Part Numbers

Dimensions and Weights

28- through 30-inch

ASME B31.4/B31.8/CSA Z662 Cat. II

* Flanged
** Optional Side Screw Actuation
Maximum test pressure is 1.5 times design pressure.

* Flanged 
** Optional Side Screw Actuation 
Maximum test pressure is 1.5 times design pressure.
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Size 
(inch) Part Number

Matching Wall 
Thickness

Hinge 
Orientation

Design 
Pressure at 
DF = .6 (psi)

Design 
Pressure at 
DF = .5 (psi) Options

28 12342125 .375in RH 1445 1205

28 12342132 1.00in LH 1480 1480

28 12342134 .875in LH 1480 1480

28 12342135 .750in LH 1480 1480

28 12342136 .625in LH 1480 1480

28 12342137 .500in LH 1480 1480

28 12342138 .375in LH 1445 1205

28 12345214 600lb RF RH 1480 1480 */**
28 12345216 600lb RF LH 1480 1480 */**
28 12345218 600lb RF RH 1480 1480 *
28 12345220 600lb RF LH 1480 1480 *
30 12342147 1.00in RH 1480 1480

30 12342148 .875in RH 1480 1480

30 12342149 .750in RH 1480 1480

30 12342150 .625in RH 1480 1480

30 12342151 .500in RH 1480 1480

30 12342152 .375in RH 1350 1125

30 12342159 1.00in LH 1480 1480

30 12342160 .875in LH 1480 1480

30 12342161 .750in LH 1480 1480

30 12342162 .625in LH 1480 1480

30 12342163 .500in LH 1480 1480

30 12342164 .375in LH 1350 1125

30 12342171 1.00in RH 1480 1480 **
30 12342172 .875in RH 1480 1480 **
30 12342173 .750in RH 1480 1480 **
30 12342174 .625in RH 1480 1480 **
30 12342175 .500in RH 1480 1480 **
30 12342176 .375in RH 1350 1125 **
30 12342184 1.00in LH 1480 1480 **
30 12342185 .875in LH 1480 1480 **
30 12342186 .750in LH 1480 1480 **
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Dimensions and Part Numbers

30-inch
ASME B31.4/B31.8/CSA Z662 Cat. II
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  Size    Weight (Lbs) 	     H x W x L        

30	 1850	 16 x 48 x 49	

Dimensions and Weights

* Flanged 
** Optional Side Screw Actuation 
Maximum test pressure is 1.5 times design pressure.

Size 
(inch) Part Number

Matching Wall 
Thickness

Hinge 
Orientation

Design 
Pressure at 
DF = .6 (psi)

Design 
Pressure at 
DF = .5 (psi) Options

30 12342186 .750in LH 1480 1480 **
30 12342187 .625in LH 1480 1480 **
30 12342188 .500in LH 1480 1480 **
30 12342189 .375in LH 1350 1125 **
30 12345222 600lb RF RH 1480 1480 */**
30 12345224 600lb RF LH 1480 1480 */**
30 12345226 600lb RF RH 1480 1480 *
30 12345228 600lb RF LH 1480 1480 *



	 Size	 Wt (Lbs)	 H x W x L	

   	4	 60	 8 x 12 x 16	

6	 75	 8 x 14 x 18	

8	 120	 8 x 16 x 20	

Dimensions and Part Numbers

4- through 8-inch
ASME B31.4/B31.8/CSA Z662 Cat. II
ASME BPVC Sec. VIII Div. 1 U-Stamp (Head)

Dimensions and Weights

5100.003.09 -  p10

* Flanged 
Maximum test pressure is 1.5 times design pressure.
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Size 
(inches) Part Number

Matching Wall 
Thickness

Hinge 
Orientation

Design 
Pressure at 
DF = .6 (psi)

Design  
Pressure at  
DF = .5 (psi) Options

4 12342256 .337in RH 1480 1480

4 12342257 .237in RH 1480 1480

4 12342258 .188in RH 1480 1480

4 12345159 600lb RF RH 1480 1480 *

4 12342262 .337in LH 1480 1480

4 12342263 .237in LH 1480 1480

4 12342264 .188in LH 1480 1480

4 12345161 600lb RF LH 1480 1480 *

6 12342238 .432in RH 1480 1480

6 12342239 .375in RH 1480 1480

6 12342240 .280in RH 1480 1480

6 12342241 .250in RH 1480 1480

6 12342242 .188in RH 1480 1480

6 12345163 600lb RF RH 1480 1480 *

6 12342248 .432in LH 1480 1480

6 12342249 .375in LH 1480 1480

6 12342250 .280in LH 1480 1480

6 12342251 .250in LH 1480 1480

6 12342252 .188in LH 1480 1480

6 12345165 600lb RF LH 1480 1480 *

8 12340919 .500in RH 1480 1480

8 12340920 .438in RH 1480 1480

8 12340921 .375in RH 1480 1480

8 12340922 .322in RH 1480 1480

8 12340923 .250in RH 1480 1480

8 12340924 .188in RH 1480 1480

8 12345167 600lb RF RH 1480 1480 *

8 12340952 .500in LH 1480 1480

8 12340953 .438in LH 1480 1480

8 12340954 .375in LH 1480 1480

8 12340955 .322in LH 1480 1480

8 12340956 .250in LH 1480 1480

8 12340957 .188in LH 1480 1480
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Dimensions and Weights

Dimensions and Part Numbers

8- through 14-inch
ASME B31.4/B31.8/CSA Z662 Cat. II
ASME BPVC Sec. VIII Div. 1 U-Stamp (Head)

	 Size	 Wt (Lbs)	 H x W x L	

   	10	 160	 8 x 19 x 23	

12	 200	 10 x 21 x 26	

14	 260	 10 x 22 x 27	

* Flanged
Maximum test pressure is 1.5 times design pressure.

* Flanged 
Maximum test pressure is 1.5 times design pressure.
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Size 
(inches) Part Number

Matching Wall 
Thickness

Hinge 
Orientation

Design 
Pressure at 

 DF = .6 (psi)

Design  
Pressure at 
DF = .5 (psi) Options

8 12345169 600lb RF LH 1480 1480 *

10 12342271 .500in RH 1480 1480

10 12342272 .438in RH 1480 1480

10 12342273 .365in RH 1480 1480

10 12342274 .313in RH 1480 1480

10 12342275 .250in RH 1480 1480

10 12342276 .188in RH 1480 1480

10 12345171 600lb RF RH 1480 1480 *

10 12342283 .500in LH 1480 1480

10 12342284 .438in LH 1480 1480

10 12342285 .365in LH 1480 1480

10 12342286 .313in LH 1480 1480

10 12342287 .250in LH 1480 1480

10 12342288 .188in LH 1480 1480

10 12345173 600lb RF LH 1480 1480 *

12 12342295 .500in RH 1480 1480

12 12342296 .437in RH 1480 1480

12 12342297 .375in RH 1480 1480

12 12342298 .312in RH 1480 1480

12 12342299 .250in RH 1480 1480

12 12345175 600lb RF RH 1480 1480 *

12 12342305 .500in LH 1480 1480

12 12342306 .437in LH 1480 1480

12 12342307 .375in LH 1480 1480

12 12342308 .312in LH 1480 1480

12 12342309 .250in LH 1480 1480

12 12345177 600lb RF LH 1480 1480 *

14 12342315 .500in RH 1480 1480

14 12342316 .438in RH 1480 1480

14 12342317 .375in RH 1480 1480

14 12342318 .313in RH 1480 1480

14 12342319 .250in RH 1480 1480

14 12345179 600lb RF RH 1480 1480 *

14 12342325 .500in LH 1480 1480



Dimensions and Part Numbers

14- through 20-inch
ASME B31.4/B31.8/CSA Z662 Cat. II
ASME BPVC Sec. VIII Div. 1 U-Stamp (Head)

Dimensions and Weights

5100.003.09 - p12

  Size    Weight (Lbs) 	     H x W x L           

  	16	 420	 11 x 29 x 34	

18	 550	 12 x 31 x 35	

20	 700	 12 x 33 x 37	

* Flanged 
Maximum test pressure is 1.5 times design pressure.
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Size 
(inches) Part Number

Matching Wall 
Thickness

Hinge 
Orientation

Design 
Pressure at 
DF = .6 (psi)

Design  
Pressure at 

 DF = .5 (psi) Options

14 12342326 .438in LH 1480 1480

14 12342327 .375in LH 1480 1480

14 12342328 .313in LH 1480 1480

14 12342329 .250in LH 1480 1480

14 12345181 600lb RF LH 1480 1480 *

16 12342334 .750in RH 1480 1480

16 12342335 .625in RH 1480 1480

16 12342336 .500in RH 1480 1480

16 12342337 .375in RH 1480 1480

16 12345183 600lb RF RH 1480 1480 *

16 12342342 .750in LH 1480 1480

16 12342343 .625in LH 1480 1480

16 12342344 .500in LH 1480 1480

16 12342345 .375in LH 1480 1480

16 12345185 600lb RF LH 1480 1480 *

18 12342351 .750in RH 1480 1480

18 12342352 .625in RH 1480 1480

18 12342353 .500in RH 1480 1480

18 12342354 .375in RH 1480 1480

18 12342355 .250in RH 1480 1250

18 12345187 600lb RF RH 1480 1480 *

18 12342361 .750in LH 1480 1480

18 12342362 .625in LH 1480 1480

18 12342363 .500in LH 1480 1480

18 12342364 .375in LH 1480 1480

18 12342365 .250in LH 1480 1250

18 12345189 600lb RF LH 1480 1480 *

20 12342201 .750in RH 1480 1480

20 12342202 .594in RH 1480 1480

20 12342203 .500in RH 1480 1480

20 12342204 .375in RH 1480 1480

20 12342205 .250in RH 1350 1125
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  Size    Weight (Lbs) 	     H x W x L            

  	22	 825	 13 x 35 x 38	

24	 955	 13 x 38 x 43	

Dimensions and Weights

Dimensions and Part Numbers

20 through 24-inch
ASME B31.4/B31.8/CSA Z662 Cat. II  
ASME BPVC Sec. VIII Div. 1 U-Stamp (Head)

* Flanged
Maximum test pressure is 1.5 times design pressure.

* Flanged 
** Optional Side Screw Actuation 
Maximum test pressure is 1.5 times design pressure.
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Size 
(inches) Part Number

Matching Wall 
Thickness

Hinge 
Orientation

Design 
Pressure at 
DF = .6 (psi)

Design  
Pressure at  
DF = .5 (psi) Options

20 12345191 600lb RF RH 1480 1480 *

20 12342211 .750in LH 1480 1480

20 12342212 .594in LH 1480 1480

20 12342213 .500in LH 1480 1480

20 12342214 .375in LH 1480 1480

20 12342215 .250in LH 1350 1125

20 12345193 600lb RF LH 1480 1480 *

22 12341996 .875in RH 1480 1480

22 12341997 .750in RH 1480 1480

22 12341998 .625in RH 1480 1480

22 12341999 .500in RH 1480 1480

22 12342000 .375in RH 1480 1480

22 12345195 600lb RF RH 1480 1480 *

22 12342006 .875in LH 1480 1480

22 12342007 .750in LH 1480 1480

22 12342008 .625in LH 1480 1480

22 12342009 .500in LH 1480 1480

22 12342010 .375in LH 1480 1480

22 12345197 600lb RF LH 1480 1480 *

24 12342017 .875in RH 1480 1480 **

24 12342018 .750in RH 1480 1480 **

24 12342019 .688in RH 1480 1480 **

24 12342020 .625in RH 1480 1480 **

24 12342021 .500in RH 1480 1480 **

24 12342022 .375in RH 1480 1405 **

24 12342041 .875in RH 1480 1480

24 12342042 .750in RH 1480 1480

24 12342043 .688in RH 1480 1480

24 12342044 .625in RH 1480 1480

24 12342045 .500in RH 1480 1480

24 12342046 .375in RH 1480 1405

24 12345199 600lb RF RH 1480 1480 */**

24 12345203 600lb RF RH 1480 1480 *

24 12342029 .875in LH 1480 1480 **

24 12342030 .750in LH 1480 1480 **
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  Size    Weight (Lbs) 	     H x W x L

26	 1400	 15 x 44 x 45	

28	 1580	 15 x 46 x 47	

Dimensions and Weights

Dimensions and Part Numbers

24- through 28-inch
ASME B31.4/B31.8/CSA Z662 Cat. II
ASME BPVC Sec. VIII Div. 1 U-Stamp (Head)

* Flanged 
** Optional Side Screw Actuation 
Maximum test pressure is 1.5 times design pressure.
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Size 
(inches) Part Number

Matching Wall 
Thickness

Hinge 
Orientation

Design 
Pressure at 

 DF = .6 (psi)

Design  
Pressure at  
DF = .5 (psi) Options

24 12342031 .688in LH 1480 1480 **

24 12342032 .625in LH 1480 1480 **

24 12342033 .500in LH 1480 1480 **

24 12342034 .375in LH 1480 1405 **

24 12342053 .875in LH 1480 1480

24 12342054 .750in LH 1480 1480

24 12342055 .688in LH 1480 1480

24 12342056 .625in LH 1480 1480

24 12342057 .500in LH 1480 1480

24 12342058 .375in LH 1480 1405

24 12345201 600lb LH 1480 1480 */**

24 12345205 600lb LH 1480 1480 *

26 12342074 .875in RH 1480 1480 **

26 12342075 .750in RH 1480 1480 **

26 12342076 .625in RH 1480 1480 **

26 12344574 .500in RH 1480 1480 **

26 12342087 .875in RH 1480 1480

26 12342088 .750in RH 1480 1480

26 12342089 .625in RH 1480 1480

26 12344578 .500in RH 1480 1480

26 12345207 600lb RF RH 1480 1480 */**

26 12345211 600lb RF RH 1480 1480 *

26 12342080 .875in LH 1480 1480 **

26 12342081 .750in LH 1480 1480 **

26 12342083 .625in LH 1480 1480 **

26 12344576 .500in LH 1480 1480 **

26 12342093 .875in LH 1480 1480

26 12342094 .750in LH 1480 1480

26 12342095 .625in LH 1480 1480

26 12344580 .500in LH 1480 1480

26 12345209 600lb RF LH 1480 1480 */**

26 12345213 600lb RF LH 1480 1480 *

28 12342102 1.00in RH 1480 1480 **

28 12342103 .875in RH 1480 1480 **

28 12342104 .750in RH 1480 1480 **

28 12342105 .625in RH 1480 1480 **
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  Size    Weight (Lbs) 	     H x W x L           

28	 1580	 15 x 46 x 47	

30	 1850	 16 x 48 x 49	

Dimensions and Weights

Dimensions and Part Numbers

28 through 30-inch
ASME B31.4/B31.8/CSA Z662 Cat. II  
ASME BVPC Sec. VIII Div. 1 U-Stamp (Head)

* Flanged
** Optional Side Screw Actuation
Maximum test pressure is 1.5 times design pressure.

* Flanged 
** Optional Side Screw Actuation 
Maximum test pressure is 1.5 times design pressure.
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Size 
(inches) Part Number

Matching Wall 
Thickness

Hinge 
Orientation

Design 
Pressure at 
DF = .6 (psi)

Design  
Pressure at  
DF = .5 (psi) Options

28 12342106 .500in RH 1480 1480 **

28 12342107 .375in RH 1445 1205 **

28 12342126 1.00in RH 1480 1480

28 12342127 .875in RH 1480 1480

28 12342128 .750in RH 1480 1480

28 12342129 .625in RH 1480 1480

28 12342130 .500in RH 1480 1480

28 12342131 .375in RH 1445 1205

28 12345215 600lb RF RH 1480 1480 */**

28 12345219 600lb RF RH 1480 1480 *

28 12342114 1.00in LH 1480 1480 **

28 12342115 .875in LH 1480 1480 **

28 12342116 .750in LH 1480 1480 **

28 12342117 .625in LH 1480 1480 **

28 12342118 .500in LH 1480 1480 **

28 12342119 .375in LH 1445 1205 **

28 12342139 1.00in LH 1480 1480

28 12342140 .875in LH 1480 1480

28 12342142 .750in LH 1480 1480

28 12342143 .625in LH 1480 1480

28 12342145 .500in LH 1480 1480

28 12342146 .375in LH 1445 1205

28 12345217 600lb RF LH 1480 1480 */**

28 12345221 600lb RF LH 1480 1480 *

30 12342153 1.00in RH 1480 1480

30 12342154 .875in RH 1480 1480

30 12342155 .750in RH 1480 1480

30 12342156 .625in RH 1480 1480

30 12342157 .500in RH 1480 1480

30 12342158 .375in RH 1350 1125

30 12342177 1.00in RH 1480 1480 **

30 12342178 .875in RH 1480 1480 **

30 12342179 .750in RH 1480 1480 **

30 12342180 .625in RH 1480 1480 **

30 12342181 .500in RH 1480 1480 **
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Dimensions and Weights

Dimensions and Part Numbers

30-inch
ASME B31.4/B31.8/CSA Z662 Cat. II  
ASME BPVC Sec. VIII Div. 1 U-Stamp (Head)
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  Size    Weight (Lbs) 	     H x W x L            

30	 1850	 16 x 48 x 49	
Size 

(inches) Part Number
Matching Wall 

Thickness
Hinge 

Orientation

Design 
 Pressure at 
DF = .6 (psi)

Design 
Pressure at 
DF = .5 (psi) Options

30 12342182 .375in RH 1350 1125 **

30 12345223 600lb RF RH 1480 1480 */**

30 12345227 600lb RF RH 1480 1480 *

30 12342165 1.00in LH 1480 1480

30 12342166 .875in LH 1480 1480

30 12342167 .750in LH 1480 1480

30 12342168 .625in LH 1480 1480

30 12342169 .500in LH 1480 1480

30 12342170 .375in LH 1350 1125

30 12342190 1.00in LH 1480 1480 **

30 12342191 .875in LH 1480 1480 **

30 12342192 .750in LH 1480 1480 **

30 12342193 .625in LH 1480 1480 **

30 12342194 .500in LH 1480 1480 **

30 12342195 .375in LH 1350 1125 **

30 12345225 600lb RF LH 1480 1480 */**

30 12345229 600lb RF LH 1480 1480 *

* Flanged 
** Optional Side Screw Actuation 
Maximum test pressure is 1.5 times design pressure.

Pressure Warning Lock (PWL) Components for Standard D2000 Closures

Pressure Warning Lock (PWL) Rebuild Kits for Standard D2000 Closures

Closure Size PWL Screw PWL Bushing PWL O-ring (FKM) Drive Screw Lanyard 

4”-14” 12338777 12339152 12338780 12338694 12339934

16”-30” 12339482 12339162 12339484 12338694 12339934

Closure Size Rebuild Kit *  
 4¨-14¨ 12352702 

 16¨-30¨ 12352703 

*Includes (1) PWL Screw, (1) PWL Bushing, (1) PWL O-ring, (2) Drive Screws, (1) Lanyard 
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Dimensions and Part Numbers
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Size 
(inches)  NITRILE FKM  NITRILE Lo-Temp FKM Lo-Temp

4 19-3700-0424-20 19-3700-0424-23 19-3700-0424-21 19-3700-0424-25

6 19-3700-0663-20 19-3700-0663-23 19-3700-0663-21 19-3700-0663-25

8 19-3700-0846-20 19-3700-0846-23 19-3700-0846-21 19-3700-0846-25

10 19-3700-1042-20 19-3700-1042-23 19-3700-1042-21 19-3700-1042-25

12 19-3700-1224-20 19-3700-1224-23 19-3700-1224-21 19-3700-1224-25

14 19-3700-1338-20 19-3700-1338-23 19-3700-1338-21 19-3700-1338-25

16 19-3700-1500-50 19-3700-1500-53 19-3700-1500-51 19-3700-1500-55

18 19-3700-1681-50 19-3700-1681-53 19-3700-1681-51 19-3700-1681-55

20 19-3700-1863-50 19-3700-1863-53 19-3700-1863-51 19-3700-1863-55

22 19-3700-2045-50 19-3700-2045-53 19-3700-2045-51 19-3700-2045-55

24 19-3700-2227-50 19-3700-2227-53 19-3700-2227-51 19-3700-2227-55

26 19-3700-2500-50 19-3700-2500-53 19-3700-2500-51 19-3700-2500-55

28 19-3700-2659-50 19-3700-2659-53 19-3700-2659-51 19-3700-2659-55

30 19-3700-2841-50 19-3700-2841-53 19-3700-2841-51 19-3700-2841-55

Main Seal O-Rings for Standard D2000 Quick-actuating Closures

O-Ring Kits for Standard D2000 Quick-actuating Closures (includes 5 Main Seal O-Rings, 10 Standard PWL O-Rings)

Main Seal O-Ring Material
Size 

(inches) Nitrile Nitrile Lo-Temp FKM FKM Lo-Temp

4 12352633 12352634 12352646 12352647

6 12352661 12352674 12352687 12352648

8 12352662 12352675 12352688 12352649

10 12352663 12352676 12352689 12352650

12 12352664 12352677 12352690 12352651

14 12352665 12352678 12352691 12352652

16 12352666 12352679 12352692 12352653

18 12352667 12352680 12352693 12352654

20 12352668 12352681 12352694 12352655

22 12352669 12352682 12352695 12352656

24 12352670 12352683 12352696 12352657

26 12352671 12352684 12352697 12352658

28 12352672 12352685 12352698 12352659

30 12352673 12352686 12352699 12352660
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Dimensions and Part Numbers
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